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Introduction

Great Southern Traders wants to thank you for purchasing this Blue star. It is the result of Blue

star’s long experience in design and manufacturing of compact loaders. We ask you that you read

and understand the contents of this manual completely before operating the loader. This operator’

s manual is intended to help you to:

• operate this machine safely and efficiently

• observe and prevent situations that may cause a risk or danger

• keep the machine in good condition and its life span as long as possible

Following symbols are used throughout this Manual to point out important things related to safety:

This safety symbol indicates important safety instructions in this Manual. It warns of an immediate

hazardous situation that can cause serious personal injuries or property damages. Read carefully

the warning text next to this symbol and make sure that all other operators are aware

of the warnings as well. It is a question of safety of persons.

This attention symbol indicates important instructions concerning correct use and

maintenance of this machine. If these instructions are not followed, the consequence

can be breakdown of the machine or property damage.

Contact your local Bluestar dealer for any questions, service, and spare parts or

about any problems that may occur with the operation of your machine. Keep this

Operators Manual with the machine at all times. If this Manual gets lost, ask for a new copy from

your Bluestar dealer. Remember also to give this Manual to the new owner when the machine changes

ownership.

In addition to this Operator’s manual of the loader, ensure that you have received

and read also the original Engine owner’s manual. The instructions concerning the

engine, must be followed. If conflicting information is found, the information shown

in the Operator’s Manual of the loader must be followed. Each attachment is accompanied

by its

Own respective Operator’s Manual .The manual will show important information

related to safety, and how to attach, use and maintain each attachment

correctly.
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Intended use

Bluestar 925t is telescopic wheel loader, designed and

manufactured for both professional and private use. The loader

can be equipped with attachments offered by Blue star, which

enables doing of several different jobs. Because of this

multi-purpose nature of the machine and the various

attachments and tasks, read always not only this Manual but

also the Operators Manual of the attachment, and follow all

instructions. Every person who has to do with this machine must

follow work safety regulations, all other generally accepted

rules related to work health and safety, and all road traffic

regulations.

Remember that safety consists of several factors. The loader,

equipped with an attachment is very powerful and can cause

serious personal injuries or property damages if it is operated

in a wrong or careless way. Do not operate an attachment unless you have familiarized yourself with

the use of it and the eventual dangers related to it.

This loader has been designed to require as little maintenance as possible. The operator can perform

the routine maintenance operations. There are however more demanding service operations that can

be done by professional service personnel only. It is allowed to perform service operations only

when wearing appropriate protective equipment. Original spare parts must be used. Familiarize

yourself with the service and maintenance instructions in this Manual.

Contact your local Blue star dealer, if you are uncertain of anything concerning the operation and

maintenance of this loader, or for any questions, service or spare parts.
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Safety instructions

Safety first
An incorrect or careless operation of the
loader may be the origin of a serious
accident. Before putting the machine into
operation, familiarize yourself with the
use of the machine and read and
understand this Operators Manual as well

as the safety instructions.

Understand the limitations of speed, braking, steering and
stability as well as loading capacity of the machine before
starting operation. Make sure that everyone who operates
or works with this equipment is familiar with these safety
precautions.

If you have no previous experience of the machine, make
sure to do all testing at a safe and open place with no
persons in the area of operation.

Read this Operators Manual, and also the
Operators Manual of the attachment(s)
and other safety instructions before
starting operation

General instructions
1. Remember the correct working position. When driving be
comfortably seated in the driver ´ s seat, keep your feet in
their proper place in the foot-wall and at least one hand on
the steering wheel.

2. When seated, always keep the seat belt fastened and
keep hands and feet inside the operator’s area.

3. Start the operation slowly and carefully. Practice driving
of the machine at a safe and open place before connecting
any attachment, follow the instructions in this Manual.

4. Operate the control levers with ease and without
hesitation. Avoid abrupt movements when handling the
load, in order to prevent the load from falling and to keep
the machine stable.

5. Keep away from the danger zone of the lifted boom and
don’t let anyone go there.

6. Keep your hands, feet and clothing away from all moving
parts, hydraulic components and hot surfaces.

7. Make sure that there is enough open space around the
machine for safe driving.

8. Do not transport the load with the boom lifted. Always
carry bucket or attachment as low as possible, and put the
load down whenever you leave the machine.

9.Before leaving driver’s seat:
 Lower the loader boom and place attachment flat on

ground
 Engage the parking brake
 Stop the engine, remove the ignition key

10. It is not allowed to transport persons with this machine.
Do not transport or lift persons in the bucket or in any
other attachment. Lifting of persons is only allowed with
the attachment designed for this purpose: Blue star,
following the instructions in the Operators Manual of
Loader.

11. Do not exceed rated operating capacity. Familiarize
yourself with and follow the load diagrams in this Manual.

12. When turning with the machine, remember that the
driver´s seat extends beyond the turning radius of the
wheels (collision risk).

13. Do not operate the loader in an explosive environment
or in a place where dust or/and gases can create a fire or
explosion hazard.

14. Keep the engine area clean of flammable materials.
15. Read the transportation instructions .
16. Switch off the battery disconnect switch or Switch off
the ignition key whenever leaving the machine unattended.
17. Follow all inspection, service and maintenance
instructions. If you notice any faults or damages on the
machine, these must be repaired before starting operation.
18. Before any maintenance or repair operation always stop
the engine, lower the boom down and release pressure
from hydraulic system. Read safety instructions for
maintenance .
19. Do not let any person operate this loader who has not
read safety instructions and is not familiar with the safe and
correct use of this loader.

Operation on gradients
20. Load, unload, and turn on flat level ground only. Drive
slowly on uneven terrains. Do not drive on too steep a
gradient - watch out for ditches, manholes and steep
gradients.
21. Do not park the machine on a surface with a gradient.
Should this be necessary, engage the parking brake and
preferably turn the machine sideways and put down the
load. If needed, use chocks behind the wheels.
22. Use low speed range when driving on hills or uneven
terrain.
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Keep Alarm Of Fire
1.The fuel or engine oil can be ignited by open fire, specially
the fuel is extremely flammable, keep the fuel or other
flammable liquid far away from open fire.

2.The oil tank, pipelines or other flammable parts may get
worn out or broken, so it is forbidden to smoke or light fire
around the above mentioned parts.

3.Turn off the engine when add oil.

4.To stock or add fuel or other oils should at an area with
good ventilation.

5.If the machine was not equip-ed with a fire extinguisher,
it is necessary to put one at an easy seen place in the cabin.
Make sure the extinguisher is full and instructions are clear.

6.The fuel and all the lubrication are flammable, so it is
forbidden to weld the pipelines with fuel or lubrication.

7.Fuels and lubricants can be flammable, explosive, toxic
and corrosive; hence stock them in their original boxes out
of reach of on-qualified personnel.

8.If the hot parts of machine touch some relative solid,
liquid or gas, may cause fire, burnt, distortion or explode,
therefore relative precautions should be taken

Safety Precautions Under High
Temperature

1.After long time working, when
it need to change the engine oil,
hydraulic oil and filters, first let
the machine temperature down
to avoid injury from high
temperature or pressure oil.

To prevent hot oil or water pour out, turn off the engine,
make the oil and water cool down, then loosen the cap
gradually to release the pressure, at last open the cap.(To
judge the actual water temperature, you can put your
hands near the radiator and feel the air temperature, but
do not put your hands directly on the radiator

3.Do not touch any heating parts after several hours’work
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Safety instructions

Handling of heavy loads

Never take a heavy load on the loader from
high level – e.g. from truck, shelf etc. – risk of
tipping over!
Always put the load down on the ground
before leaving the machine. When loading,
always keep the loader chassis as straight as
possible.

Personal safety and protective equipment

Wear safe clothing and personal protective equipment
(PPE). Protect yourself against work hazards like noise,
ejecting debris or dust for example.

*Noise level at driver’s seat can exceed 97
dB(A). Wear hearing protection when
working with the loader.
*It is recommended to wear safety
footwear when working with the loader.
*Wear protective gloves when handling
hydraulic hoses.
*Follow regulations regarding protective
equipment. Wear eye protection and hard
hat or other protective equipment as
needed.

Read Operators Manual of the attachment for more
information about protective equipment needed in the
work.

Safety frame (ROPS) and safety canopy
(FOPS)

Safety frame (ROPS) protects the operator in
case the machine tips over. Always fasten the
seat belt in order to stay inside the safety
frame protective area. The loader is also

equipped with a falling objects protective canopy (FOPS).
Never take off the safety structures, modify them, or
attempt to repair. If damaged, contact service.

Electric system and handling the battery

Lead acid batteries can produce flammable and explosive
gases. Make sure that the ventilation is sufficient and keep
arcs, sparks, and flames and lighted tobacco away from
battery.
 Battery contains corrosive sulfuric acid.
 Avoid contact with skin or clothes. If electrolyte
gets on your skin or clothes, flush with a lot of water.
 In case of contact with eyes, flush with a lot of
water for at least 15 minutes and consult a doctor
immediately.
 Never charge a frozen battery.
 In order to avoid spark emissions always
disconnect the negative (-) cable first and connect it last.
 Before connecting the battery cables make sure
that the polarity is correct: faulty connection will seriously
damage the electric system of the engine.
 Disconnect the battery before working on the
engine or equipment.
 Read the instructions for jump start .
 If it is required to lift the boom when repair, use
the cylinder support rod to support the lifted boom,
otherwise the boom may down suddenly and cause severe
accidents.
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Travelling Safe
1.Do not take off the keys while the machine is running.
2.It is dangerous to start, stop or turn suddenly, moving too
fast and go in “Z” way.
3.If there’s anything unusual happened(such as noise,
vibration, smell or unusual indicating), immediately drive
the machine to a safe place and check.
4.Do not use any control rod during the travel, if needed
please enable slowly.
5.If you need to travel on a rough ground, use low speed
and do not turn.
6.Try your best to avoid pass over obstacles, if you need to
do this, please make the working arm close to the ground
and use low speed, the incline of the machine should no
more than 5°
7.Pay great attention when travel on slope to avoid tipping
or slipping.
8.Keep the buckets(or other attachments adopted)
20-30cm upper the ground, if there’s anything emergency
low down it and stop the machine.
9.Avoid turning or travel horizontal on slope, only on
smooth ground can be done.
10. If the engine was off on a slope, the emergency braking
should be used and
the working arm should be down.
11. When the machine can not move on muddy soft
ground, you can try the way to increase the accelerograph,
step down the travel pedal gradually and low the speed.

Transport Safe
TL Telescopic Wheel loader can be transported by truck or
similar trailers. Before proceeding with the operation of
load, check if your means of transport has a appropriate
loading capacity. The platform on which the machine is
loaded must be flat to avoid movement.
2.The machine can be loaded or unloaded with the proper
load ramps. Make sure the ramps are strong enough and, if
necessary, strengthen them with blocks. Proceed slowly on
the ramps; keep the machine to the center of the platform.
The angle of the ramps must not exceed 25°
3.The machine is endowed with hydro-static traction and
can not move when the engine is off. Therefore the must
be driven to a certain position.
4.After loading the machine, prevent the possible steering
of the machine by applying the articulation locking rod.
5.The load and unload must be made on level ground and
at a safe distance from ditches and road edges.
6.After loading the machine, stop it by applying brake
blocks to the wheel and the hand brake. Immobilize it with
ropes and chains anchored to the special junctions(two
frontal and two back).
7.After the transport it is recommended to verify the
position of the machine do not constitute a danger before
removing the rops, the brake blocks and downloading the
machine.
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FOREWORD

The non-observance of what is described in this manual, incorrect operation or wrongly use the machine and the
execution of non-authorized workers, will cause the exclusion of warranty.

The manufacture declines every and any liabilities for direct and indirect damages due to the above mentioned points.

For reparation and revisions involving works of a certain complexity (motor, hydraulic plant), it is necessary to turn to the
authorized Assistance Center with specialized personnel or directly to the manufacture, which is available to assure a
ready and accurate technical support to restore the full efficiency of the machine.

Warranty

Bluestar 925t warranty
This warranty specifically applies to the Bluestar 925t loader only and not to any attachments used with this product. Any
Repairs or modifications performed without the prior authorization of Blue star will cancel this warranty.
During the first one year of operation or first 1000 hours (whichever is the soonest) Blue star warrants to replace
Any part or repair any defect which may occur, subject to the terms detailed below:
1).The product has received regular maintenance in accordance with schedules given by the manufacturer.
2).Any damage caused by operation in a negligent manner or exceeding the approved specifications detailed in this

manual is excluded.
3).Blue star accepts no responsibility for interruption to working or any other consequential losses resulting from any

failure of the product.
4).Only Blue star approved replacement or original quality parts shall be used during routine maintenance.
5).Any damage caused by the use of incorrect fuel, lubricants, and cooling liquid or cleaning solvents is excluded.
6).The Bluestar Warranty excludes any consumable parts (e.g. tires, batteries, filters, belts etc.) except where it can be

clearly shown that these parts were defective on original supply.
7) Any damage caused resulting from the use of attachments not approved for use with this product is excluded.
8) In the event a fault occurs which is attributable to manufacturing or assembly defect you should arrange to return

your Bluestar to your authorized dealer for repair. Travel and freight costs are excluded. .

9).If any claims happened, the ad-judgement place should be REDMOND, WA,AU.

Exclusions From Warranty

1).Electric, electronics and all those parts replaced due to normal wear are not covered by warranty. Transport to/from

the workshop,the inactivity of the machine and any consequent damage, all transport, works and storage costs are

excluded from the warranty too.

2).The warranty will invalidate

-if accidents occur due to operator’s fault;

-if the damage was caused by insufficient maintenance;

-if the machine should suffer vibration or damage after works operated by the user without the authorization of the

manufacturer or following the fitting of non-original parts;

-if operation do not follow the instructions in this manual;

-in exceptional events.

3). Damages caused by negligence or incorrectly use the machine are not covered by warranty.
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Description of the loader

Identification of the loader

Write down the identification information of your loader in the following fields, it facilitates

ordering of spare parts etc.

1 Loader model_____________________________________________

2 Loader serial no.___________________________________________

3 Loader chassis no.

4 Engine serial no.___________________________________________

Serial number of the loader is printed on the type plate (see page 9), which also indicates

the loader model. Location of engine serial number can be found in the Operators Manual

of the engine. Chassis number of the loader is printed on the front chassis.

Dealer:____________________________________________________

Contact information:_________________________________________

________________________________________

Loader identification

Loader identification plate is located near the steering wheel on

machines with ROPS canopy and closed cabin and near the drive pedals on

machines.

Engine identification

Engine identification plate is located on the valve cover.

Description of the loader

Bluestar 925T TELESCOPIC WHEEL LOADER

Following the picture shows the main parts of the loader:
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Signs and decals
Make sure that the following signs and decals clean,undamaged and readable.If any of these decals is
missing or unreadable it should be replace without delay.Ask for new decals from your local Blue
stardealer.

Hydraulic connectors connecting
Muti coupling (option 2-way or 3Way)

①Front frame
On the front frame are mounted: Big boom and
front axle,front wheels.

②Back frame
On the back frame are mounted:engine with
accessories,battery ,fuel tank hydraulic, pumps,rear
wheels,rear axles,counterweights

③Articulation joint
Articulation joint connects the front and back
frame.The loader is steered hydraulically by the
steering cylinder which is mounted between the
front and back frames.Hydraulic hoses and electric
wires are conducted through the articulation joint.

④Axle
Front&Rear axle equips differential and swing
frame ,assist the machine drive on rough terrain
ground

⑤Basic boom
Loader boom is mounted on the front frame .

⑥Secondary boom
The attachment coupling plate is mounted on the
lower end of the secondary boom.The boom can
be telescopic ,extending 1100mm hydraulically.

⑦Attachment coupling plate
Attachments are mounted on the attachment
coupling plate. The locking pins on the plate can be
operated manually (standard)
Or (hydraulically )option).

⑧Auxiliary hydraulics outlet
The hydraulic hoses of hydraulically operated
attachments are mounted on this outlet. The
outlet is equipped with the muti connector quick
coupling system and is double acting: it has two
pressure lines and one tank line, Also the optional
attachment control switch pack socket is mounted
on the muti connector. In addition, as an option, it
is also possible to install a single or double acting
auxiliary hydraulics outlet in the rear of the
machine, or a double acting outlet in the front
under the muti connector.

⑨ROPS&FOPS Closed cabin
ROPS&FOPS cabin complies with the standard EN
ISO3449:2008 and 3471:2008 ,Equips rear
camera,adjusting steering wheel ,heater
system ,options A/C,radio and option electrical
joystick.

⑩Rear engine hood
The engine hood could be opened ,easy for
maintenance

⑪Counter-weight
This rear counterweight is about 840kg
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Keep out from the
danger zone of the
boom

Lubricating

schematic

Name plate
Crushing warning

Keep Away from the

hot surface

Tipping warning

It’s strictly

forbidden to low

down the boom with

the bucket tipped to

biggest upward

position

Operating manual

box
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Technical Specifications

Specifications

Overall
Dimensions

Overall Length 5000mm

Overall Height 2850mm

Overall Width 1950mm

Brake System

Service Brake Four Wheel Disk Brake

Parking Brake Hand Operate

Braking Type Air Braking

Axle With hub reducer

tire Model 16/70-20, 14ply

Max. Lifting Height 4650mm

Rated Load 2500kg

Transmission System Hydraulic Converter+Drive Shaft+Axles

Wheelbase 2430mm

Min Turning Radius 5600mm

Track 1470mm

Weight 5800kg

System Pressure 20Mpa

Hydraulic output 104L/min

Max. Height to the Pin 4200 mm

Ground Clearance 345mm
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Drawing of 925T
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Engine Specifications

Tires
The loader can be equipped with different type of tires for different operating conditions .OTR or OTR or road , but
provide less traction.

tire PR Pattern
Number

Stand
Rim

Section
width

Overall
Diameter Max.kgs Max.Kpa Type

16/70-20 16 E-3/L-3 13(SDC) 410 1075 5150 450 TT

16/70-24 16 E-3/L-3 13(SDC) 410 1175 4750 250 TT

Engine brand YUNNEI 38GBZ YUNNEI 4BL105 YTO 4B3-24

Standard 76KW (100H.P.) 77KW(104HP) 60KW(81HP)

Cooling system 2400 r/p.min 2400 r/p.min 2400r/p.min

Cylinders Water cooling Water cooling Water cooling

Rated Power 4 cycle diesel Engine 4 cycle diesel Engine 4 cycle diesel Engine

R.P.M. Chinese Stage II Chinese Stage III Chinese Stage II

Engine brand 4E30YG52-006 4E30YG52-004 KOHLER
KDI2504TCR

Standard 55.2KW(75HP) 55.2KW(75HP) 55KW(74HP)

Cooling system 2200 r/p.min 2200 r/p.min 2600 r/p.min

Cylinders Water cooling Water cooling Water cooling

Rated Power 4 cycle diesel Engine 4 cycle diesel Engine 4 cycle diesel Engine

R.P.M. Euro III Euro V EPA Tier 4
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Load diagram
The lifting capacity of the loader is limited by the possibility of tipping around the front axle .The diagram below
shows the tipping loads and max,allowed loads in different loading situations on an even level surface with the
loader chassis in the maximum articulation.
The diagrams can be interpreted as follows:

The diagram show tipping load and max.load
with the load at different distances from the
front axle of the loader.

 NOTICE:If the drive leaves the machine,tipping
and max .load depend both the weight of the
driver and the eventual extra weights mounted
on the loader.

 Please note that the diagrams are based on the
machine operating on a level,even and firm
supporting ground.Loads should be significantly
reduced when operating on gradients and /or on
soft ground

 Read the safety instructions regarding handling
of heavier loads.

 As showing in picture, the machine is in a
position of maximum articulation. While the
center of the front and back chassis are not at
the same beeline, the loading capacity will
correspondingly less.

 The upper curve in this diagram indicates when
the machine is at maximum articulation, the
corresponding rated loading capacity with
different distance from the gravity of the load to
the front wheel.

 The lower curve in this diagram indicates
corresponding tipping load with different
distance from the gravity of the load to the front
wheel

Replace the Steel Wheels with Tires:
*Please do remember to replace the
4 steel wheels with tires. We change
with steel wheels to lower the total
machine's height, so that we can
drive it in/out of the container, but
the steel wheels are much too hard it
may scratch the floor;
*If you have to driving the machine
with steel wheels on road, cover the
floor with a mat or other soft
materials.
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Filling Fuel oil :
Fuel tank capacity:120L
Add fuels after driving the machine outside the container.
*Add regular diesel suitable for your
local temperature conditions.
*The refueling port & gauge is showing
below:

Antifreeze:16kg
In the water tank is -35℃,only change it unless in
extremely cold winter(temperature lower than -35℃.)
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Hydraulic Oil:
We’ve filled enough before delivery.
 First Time Change: After 50 Working Hours
 After First Time:Change Every 200 Hours
 Hydraulic Oil Model:L-HV46 Anti-Wear Hydraulic Oil
 Hydraulic Oil add quantity:90kgs
(Hydraulic Oil level should be remained between scale 6-7 on the oil gauge.)

Engine oil:
First Time Change: After 50 Working Hours

 After First Time:Change Every 200 Hours
 Engine Oil Model:cf-4 15w-40 ,Grade CF or grade.
 Engine Oil add quantity:6.5kgs (For Yunnei engine)
(Engine oil level should be more than half of the upper and lower scales of oil dipstick)
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Transmission oil :
*Transmission Oil is used for Torque Converter.

First Time Change: After 50 Working Hours / Half a month.
 After First Time:Change Every 200 Hours;
 Transmission Oil Model:PTF-1;
 Transmission Oil add quantity:
*First time:16kgs, *After:12-13kgs

Common oil model
PTF-1 equals with the follows different Petroleum Company's models:
1.GM:Dexron IID, IIE, III and IV.
2.Ford:Mercon Series:M2C-33F, -33G, -138CJ
3.Mobil:ATF200
4.BP:Au-tranDXIII
5.Chrysler:MS-3256 or 4288
6.Texaco:Texamatic Fluid 6673
7.BP:Autran DX
8.Royal Dutch /Shell Group of Companies:ATF DexYon
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Gear oil:

Oil Model:GL-5 85W-90
*Please note with the oil level on the view port ,Specially after 100-200working hours.
*Gear Oil Quantity:7.5kgs/axle

Brake Oil:

*Oil Quantity:1L
*Oil Model:Mobil DOT-3
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Antifreeze:
Capacity:16L

Glasswater:
Freon:
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Operating instructions
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Remarks:
A:Ignition Key
B:Key switch indication as picture
C:Pre-heat function is option,except
kohler,YTO engines

Operating controls

Before operating the machine, verify that everything is in order, that the protections and the bonnet are

installed and that all the elements subject to wear and deterioration are fully efficient.

COMMANDS AND CONTROLS
The diagram for the various commands and control devices as below:.
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1. Steering wheel.
2. High/low speed lever
3. Adjusting steering unit lever
4. Combined instrument.
5. Accelerator pedal.
6. Rear camera.
7. Electrical joystick
8. PTO.
9. A/C switch .
10.Regen* button (only for Euro 5 engine)
11.Driving seat.
12.Brake pedal.
13.Brake lever
14.Ignition key
15.Lights Combined switch
16.Flameout switch*
(Options:Power off by Ignition key)
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NOTE！
REGEN SWITCH (ONLY SUITABLE FOR XINCHAI EURO V ENGINE)

Button-1:Regen request
Button-2:Regen inhibit
Remark:The details operating as the following direction:

新柴CAN开关（XINCHAI can SWITCH)

1-负极 negative
2-负极 negative
3-再生状态绿色 regen state (green)
4-再生请求黄色 Regen request (yellow)
5-请求请求红色 Regen request request (red)
6-再生禁止灯 Regen inhibit
7-CBD 排放故障 CBD emission fault
8-备用 Standby
9-正极 positive
10-空 blank
11-CAN_L
12-CAN_H
13-请求开关 request switch
14-禁止开关 Inhibit switch
15-备用 Standby
16-备用 Standby

1 2 3 4 5 6 7 8
9 10 11 12 13 14 15 16
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Remarks:
1. At a gas station or a flammable and explosive gas environment, press the
regeneration prohibition switch to stop regeneration. The regeneration prohibition
lamp lights up. After leaving, move the switch back to the switch, the indicator light
goes out, and the walking regeneration returns to work.

2. The DPF particle is greater than the limit value, the regeneration request lamp is lit
yellow, the lamp is always on, the driver decides whether to park and regenerate
according to the actual working environment, the engine is not limited in power at this
stage,
3. If the DPF particle is greater than the limit value, the red light of the regeneration
request light is turned on, and the light flashes. The driver must immediately arrange
for parking regeneration, but if it is not regenerated, the engine will limit the power
and eventually cannot work.

4. Parking regeneration, when the car meets the conditions, return to neutral, pull the
handbrake, press the request switch, the regeneration status indicator lights, the
engine automatically enters parking regeneration, and the engine speed quickly
climbs from idle to 1800 to 2000 Turning around, the parking regeneration begins
and is expected to end in half an hour.

STEERING WHEEL
Turn the steering wheel the machine can turn right or left by the level

Regen
inhibit
(G)

Regen
state
(G)

Regen
request
(Y)

Regen
request
(R)



Wheel Loader

26

FORWARD/REVERSE AND HIGH/LOW SPEED LEVER

1.The standard forward/reverse lever is the
inside one, push it forward, the machine
moves forward, pull backward, the machine
reverse, mid position is neutral.

2. The standard high/low speed lever is the
outside one, push forward engage the high
speed, pull backward engage the low speed,
mid position is neutral.

BOOM TELESCOPIC AND HYDRAULIC OUTPUT CONTROL LEVER

Stand configurations:
1.Boom telescopic lever. Push forward to
A, the boom extended; pull backward to B,
the boom retracted.
2.Hydraulic output control lever. Push
forward to A or pull backward to B, it
enables the switch of the two high
pressure chamber at the front of the
boom.
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Options Electrical joystick:
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1. Push the joystick forward to <<A>>, the arm drops.
2. Pushing the joystic back to <<B>>, the arm rises.
3. Pushing the joystic to the right <<C>>, the attachment plate bends over.
4. Pushing the joystic to the left <<D>>, the attachment plate bends upwards.

A. Button 1(Green), this is an optional button, for High/Low Speed.
B. Button 2(Red), press button 2, it makes the boom extend,
C. Button 3(Red), press button 3, it makes the boom retract,
D. Rocker switch 4(Red), this is an optional button,press the switch up/down, to

make the machine move forward/reverse.
E.Push the right lever forward or reverse, it enables the switch of the two high
pressure chamber at the front of the boom.That means the 4 in 1 bucket open or
close

NOTE:
1. When you start the machine ,please keep all button rocker or lever at neutral
position.
2. When finish the action of the quick coupling plate, make sure that the joystick or
lever is at neutral position
NEW COMBINED INSTRUMENT(ONLY FOR YUNNEI 38GBZ)

A=Air brake pressure （0.6-0.8Mpa is normal ）
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B=Torque converter oil pressure(1.7Mpa around is normal)
C= instrument board

Traditional Instrument board function :(ONLY FOR YUNNEI 38GBZ)

The combined instrument can tell the working condition of the engine and the
hydraulic converter.

Turning left(左转）

Vehicle alarm,no indicating after started engine(汽车报警，

发动机启动后不显示)

Fuel has water indicator 燃油有水指示灯

Low Engine oil pressure warning (机油压力低报警)

High Water Temperature Warning（水温高报警）>100C

http://dict.youdao.com/w/instrument board/
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Fuel filling (加燃油)

Charger (充电）

High Torque oil temperature warning （变矩器油温高报警

灯）

Pre-heating (预热灯）

High beam(远光灯）

Engine failure Warning(发动机故障灯）

Turning right (向右转）

DISPLAY DASHBOARD(ONLY FOR YUNNEI 38GBZ)
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1:No function
2:No function
3:Only shows for Electrical joystick
F:move forward
N:Neutral
R:Move reverse
4:Engine speed
5:Voltage
6:Working hour
7:Fuel capacity
8:Water temperature warning
9:Torque oil temperature

NEW COMBINED INSTRUMENT (ONLY FOR YUNNEI 4BL105,EURO V &EPA
TIER ENGINE)

A=Air brake pressure （0.6-0.8Mpa is normal ）
B=Torque converter oil pressure(1.7Mpa around is normal)
C= instrument board

http://dict.youdao.com/w/instrument board/
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INSTRUMENT BOARD (ONLY FOR YUNNEI 4BL105,EPA TIER4 AND EURO V
ENGINE)

(x - Without)
(* - Not applicable to all models.)

Left Turn+(左转)

Differential(×)差速

Pre-heating (+)预热

High Torque oil temperature warning(+)(机油压力低报警)

Engine oil pressure warning （变矩器油温高报警灯）



Wheel Loader

33

Engine failure 发动机故障

Engine failure 发动机故障

Engine failure 发动机故障

Engine failure 发动机故障

Regen inhibit(Only for EURO V engine )
再生禁止，仅适用于欧五发动机

Regen State(Only for EURO V engine)
再生状态 ，仅适用于欧五发动机

Regen request (Only for EURO V engine)
再生请求黄色，仅适用于欧五发动机

Regen request(Only for EURO V engine)
再生请求红色，仅适用于欧五发动机

Right Turn+（右转）

High Beam+（远光灯）

Oil dirty (×) 油污
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Handbrake Indicator(×) 手刹

Charging+（充电）

Fuel filling (加油）

Forwar/Reverse/Neutral (only for electrical gear shift )
仅适用于电控换挡

High Water Temperature Warning（水温高报警）>100C

ROCKER SWITCH
The function of the switches as below:

Small light switch

Warning light switch
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Windshield wiper switch

Windshield washer fluid

LIGHT COMBINED

Brake pedal and accelerate pedal

1.Left pedal control brake system.Engage
it when need to stop the machine.

2.Right pedal control accelerate;when
pressed, the engine speed gradually increase,
when it is fully free, the engine speed is at
lowest point.

Parking brake handle

1.When the machine stopped, pull up the
handle can engage brake on the rear wheels
so that they cannot turn. When the machine
moves the handle must be pull down and
release the brake

Turning left
Turning right

High beam light
switch

Low beam lights
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Driving seat

The driving seat can be adjusted forward and
backward, and can also adjust the strength of
the spring, and choose the most comfortable
condition according to operator’s weight.

The seat is equipped with fordable armrest and
safe belt.

*The white handle can adjust the seat height

*The black handle can adjust the
seat forward /reverse

EMERGENCY Flameout SWITCH
Push down this switch to offer electric power for the
machine, when leave the machine, pull up this switch

IGNITION KEY

Rotating the key to the right turns on the power supply,
a second click to the right turns on the engine. Once
the machine is on, release the key. To turn the
machine off,turn the key to the left.



Wheel Loader

37

The Plug Pin of Quick Change connector

1)The plug pin of TL1500 is controlled by the

button from Joystick;

2)The plug pin of 925T is controlled by the two

block valve operated by hand

3)When change the attachments, open the block

valve, the plug pin will be retracted and

extend by operating the PTO joystick.

*Attention: After changing the attachments, it

is necessary to close the block valve

Trailer coupling

The loader can be equipped with a trailer coupling. There

are two types available: pin type or 50mm ball type

(option).
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BEFORE USE

ATTENTION

-Familiarize with the devices of command and their functions.
-Make sure all protections and covers are correctly installed.

Before starting the machine:
-Check the battery condition. If necessary, try to charge the battery or change it.
-Check the oil engine level (see the instructions of the engine).
-Check the level of fuel (see the indicator ).
-Check the oil level of the hydraulic circuit. A correct level should not lower than the
checking window of the indicator. If the oil level is lower than the red line, then refill it,
that is the indicator should be full of hydraulic oil. When machines and attachments
with cylinders or hydraulic motors are used, the oil level decreases.

SWITCHING ON THE MACHINE

Before operating the machine, tighten the safety belt and close the door. Be
careful while starting the machine for the first time; keep the engine at low
speed.
After all the checks, start the machine by:
-Sitting in the driver’s seat;
-Turning the ignition key to the right activates electric power. A second click to the
right starts the engine;
-Once the engine starts, release the key and let the engine worm up;
-Should the engine fail to start, wait some seconds and retry;
-The original anti freezing mixture allows use of the machine to minus 20°;
-If the external temperature is below 0° and the radiator is not supplied with anti
freezing mixture, discharge the water and charge the radiator with proper anti
freezing mixture;
-While the machine is n operation, the operator must sit in the driving seat.
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ATTENTION

BEFORE GETTING DOWN FROM THE MACHINE, THE OPERATOR MUST LOWER THE
LIFTING ARM AND THE ATTACHED EQUIPMENT, STOP THE ENGINE AND APPLY THE HAND
BRAKE , STOP THE ENGINE AND REMOVE THE IGNITION KEY.

SWITCHING OFF THE MACHINE
To stop the machine:

-Make sure the ground where you want to stop the machine is flat;

-Shift the vairous controls to neutral;

-Free set the accelerator pedal, turn the key to off position and remove it.

Never leave the machine while in operation.
-Apply the parking brake and stop the engine;

ATTACHMENT PLATE
The machine has been designed to operate with various attachments that can be
installed on the front arm of the machine and hooked on the attachment plate (picture
3.5 A ).The hydraulic outlets are located in the front arm
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Starting the engine

Before starting the engine do the daily checks, Adjust the seat and belt so that you have a good

working position and unrestricted field of vision from the driver’s seat. Check that all controls

function correctly. See to it that the operating area is safe. Read and follow operating and safety

instructions.

1.Turning the ignition key ① to right until “ON”,check all

data is correct on display dashboard.

2.Turning the ignition key ① to right until “Preheat” for

a while.( When ambient temperature is below 5º C)

3.Turning the ignition key① to right until “Start”,and

press the button start ②,until the engine starts.

Remarks: Make sure that auxiliary hydraulics is

switched off (lever in neutral position). Do not

press on the drive pedals; do not actuate the

starter for more than 10 seconds at a time. If the engine does

not start, wait for one minute before repeating attempt. If

the engine does not start after a few attempts, or runs poorly,

contact with Blue starservice.

If auxiliary hydraulics is switched on during starting and

there is a hydraulically operated attachment on the machine,

the attachment can move suddenly and cause a dangerous

situation. Make sure that the auxiliary hydraulics control

lever is in neutral position during starting.

The engine cannot start if auxiliary hydraulics control lever (see joystick page ) is

in locking position

Stopping the engine (Safe stopping procedure)

1. Lower the boom completely down. Place attachment firmly on the ground, engage parking brake, stop the
attachment (move auxiliary hydraulics control lever to neutral position), and set engine revs to idle.

2. Stop the engine by turning the ignition key to the OFF position (to the left)
3. Release auxiliary hydraulics pressure.
4. Prevent unauthorized use of the loader. Take off the ignition switch.

Stop the engine as soon as possible, if any of the following symptoms is observed. Find out the cause before
restarting.
 The oil pressure warning light turns on during operation.
 A sudden and unusual noise is heard
 The color of the exhaust fumes suddenly darkens or turns white.

Operating instructions
Drive control

Familiarize yourself with the driving of the machine on low speed and on a flat, even and open place where
unintended movements don’t cause problems or danger. When you have learned how to drive on low
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speed, increase speed gradually and learn how to drive with higher drive speeds. Make sure that there are
no persons in the operating area of the machine.

Principle of operation

Bluestar 925t is equipped with a hydraulic drive system, two gear pumps in the drive circuit is
proportionally controlled with the working and travelling system. Driving of the machine is controlled with
the drive pedals and hand level ,or rocker switch. To get maximum pushing power press the foot pedal .

Drive control

 Driving forward: press gently on the right drive pedal and push the lever forward until the machine
starts to move slowly.

 To drive backward: press gently on the right drive pedal and push the lever reverse .
 When you wish to stop gently release the pedal by lifting of your foot, and the machine will slow and

stop.

When you want to have a high pulling force:

1. Use high engine revs
2. Press the drive pedal only lightly to select a relatively slow drive speed. This way the full output of the
hydraulic system and the engine can be taken out. If the engine is overloaded while pushing, the pedal
shouldn’t be pressed further, but instead use higher engine revs and push pedal only a little.

 Hydraulic oil temperature has an effect on the hydraulic transmission of the loader. When ambient
temperature is below 5º C, let the engine run and the machine warm up properly before starting to
drive. Drive carefully until the machine reaches its normal operating temperature.

 When hydraulic oil gets warmer, driving characteristics of the transmission change. When the oil is hot
and hydraulic oil cooler has switched on, stopping distance of the machine can be longer than
normally. If the machine is used constantly in high ambient temperatures, hydraulic oil type and
viscosity must be suitable for these conditions. Contact Blue starservice.

 Should there be a disturbance or malfunction in the hydraulic transmission and consequently the
braking force is not sufficient, engage the parking brake handle.
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Requirements for attachments

●Read Operators Manual of the attachment before starting operation. Make sure that the

Attachment is compatible with the loader. Contact your Bluestar dealer if necessary

●Check max. allowed hydraulic oil flow for the attachment. Adjust engine revs so that they

are suitable for the work and the attachment.

●Make sure that the attachment is connected properly on the attachment coupling plate, and

that it is being used in accordance with the instructions in the Operators Manual. Follow

instructions regarding personal protective equipment and safety distances.

●Put the attachment down on the ground and stop the engine before leaving driver’s
seat. Familiarize yourself with the operation and stopping of the attachment at a safe place.

Follow service instructions.

Coupling the attachments

Coupling of the attachments into the attachment coupling plate happens as
follows:
Stage 1 :
Screw the pins switch as the left picture -1.
Make sure that the pins remain in the up position, otherwise you cannot
couple the attachment properly!
Stage 2 :
Turn the attachment coupling plate with the tilt movement so that the
upper edge of the plate leans forward.
Drive the loader into the attachment
Stage 3 :
Lift the boom a little so that the attachment lifts off of the ground
Pull the boom control lever to the left so that the lower edge of the
attachment coupling plate turns into the attachment
Stage 4 :
Lock the locking pins manually via pushing lever-2 forward or reverse.

Always make sure that the pins lock properly down in the holes of the
attachment!

Stage 5:

Connect the hydraulic pipelines to the designated quick couplers, and

follow the instructions of the attachments manual.

-To detach or replace the attachments, follow the “attachment

instructions” backwards.

Coupling the hydraulic hoses of the attachment

(options)

Hydraulic hoses of the attachment are equipped with the muti

connector system, which connects all hoses at the same time.
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Coupling the muti connector

Align the pins of the attachment connector with corresponding holes of the loader
connector. Connecting is not possible if the multi connector for some reason is
mounted in a wrong way on the attachment hoses. Connect and lock the
multiconnector by turning the lever towards the loader.
The lever should move easily all the way to locking position. If the lever doesn’t move
easily, check alignment and position of the attachment and loader side connectors
and clean the connectors. Stop the engine and release pressure in auxiliary
hydraulics line.
Disconnecting the muti connector
● Before disconnecting put the attachment down on a solid and even surface.

Switch off auxiliary hydraulics. Disconnect attachment hoses by pressing on

the red button on the multiconnector and simultaneously turn the lever away

from the machine.

● After ending operation put the muti connector on its “parking” on the

attachment.

When fitting an attachment, make sure that the hydraulic hoses are not overstretched and are not in a

position where they can be trapped during the operation of the machine and attachment.

Make sure that the attachment is locked to the loader

Make sure that the attachment is properly connected on the attachment coupling plate. An attachment

that comes loose may tip over or fall on the loader, causing personal injuries.

Do not try to lock the locking pins by using the brackets on the boom when the attachment

is lifted over one meter from the ground. Lock the locking pins by hand and make sure

that both pins lock properly down in the holes of the attachment.

Always read also the additional instructions for coupling and using of the attachment in the

Operators Manual of the attachment.

Releasing the pressure of hydraulic system

Make sure that there isn’t pressure in the hydraulic system that could cause danger during service operations.

In order to release the pressure in hydraulic system stop first the engine and lower the boom down completely.

Move all control levers, including control lever of telescopic boom and auxiliary hydraulics, to extreme end

positions a couple of times. Remember that the boom or attachment can move when releasing the pressure. Move

the levers until all movements have stopped.

GREASING
The points of greasing is illustrated in the below picture.
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Picture 4.8.1 A
The greasing points showed in Picture 4.8.1 A (the telescopic boom and the front
chassis) should be weekly greasing.

Picture 4.8.1 B

The greasing points showed in Picture 4.8.1B (the turning cylinder and the
articulation) should be weekly greasing.

RECOMMENDED LUBRICANTS
Hydraulic plants: PAKELO HYDRAULIC EP EXTRA S-AL 46
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Cooling circuit: PAKELO RED ANTIFREEZE LONG LIFE
THE PRESSURE MEASUREMENT
The pressure of TL series multifunctional machine is 19Mpa. They has pressure
testing connector which can be easily to test the pressure.


























